
40 ENRON
OIL & GASCOMPANY

r 0 601 18? VERW UW 840¾ (801)18LC792

February 21, 1992

Bureau of Land Management
Vernal District
170 South 500 East
Vernal, Utah 84078

RE: NOTICEOF STAKING
NATURALBUTTES UNIT 330-29E
Sec. 29, T95, R2]E
Uintah County, Utah
Lease No. U-058l

Dear Mr. Forsman•

Attached is a Notice of Staking on the subject well.

If you require further information, please contact this office.

Very truly yours,
ENRO OIL & GAS COMPANY

George McBride
Sr. Production Foreman

Attachment

cc: Division of Oil Gas & Mining
Doug Weaver/Toni Miller
Darrell Zlomke



NOTICE OF STAKING RMOGA 5 Lease Nu¾e
(Not to be used in place of 5/5/82 U-0581
Application to Doll Form 9-331-C}

6 If indian, Allottee or Tribe Name
Federal

1. Oil Well Gas Well X Other
7 Unit Agreement Name

Natural Buttes Unit
2 Name of Operator

Enron Oil&Gas Company 8 Farm or Lease Name
Natural Buttes Unit

3 Address of Operator or Agent
P. O Box 1815, Vernal. Utah 84078 9 Well No

330-29E
4. Surface Location of Well

(Governmental 1/4 or 1/4 1/4) 10 Field or Wildcat Name
NBUlWasatch

1554' FNL & 1769' FWL SEINW
11 Sec,T,R,M,or

Attach. Topographical or other acceptable map BIk and Survey or Area
Showing location, access road, and lease boundaries Sec 29. T9S, R21E
14 Formation Objective(s) 15 Estimated Well Depth

Wasatch 7400' 12 County or Parish 13. State
Ulntah Utah

16 To Be Completed by Operator Prior to Onsite
a. Location must staked - Completed
b Access Road Flagged - Completed
c. Sketch and/or map of location, showing road, pad dimensions, reserve pit, cuts, and fills

(To be provided at onsite)

17 To Be Considered By Operators Pnor to Onsite
a H2S Potential - NA
b Pnvate Surface Ownership - NA
c Cultural Resources (Archaeology) - Completed
d Federal Right of Way

18 Additional Information

19 Signed gy Title Sr Admin Clerk Date



ENRON OIL GAS CO.
TOPOGRAPHIC

. . NBU #330-29E
M A P B

. ,
SECT10N 29. TSS, R21E. S.L.B.&M.

SCALE: 1 = 2000
OA7E 1--24-92



ENRON
011& Gas Company

1801CalifomiaStreet, suite5400, Demrer, Colorado 00202 (303) 2B2525

January 17, 1992

Utah state office
Bureau of Land Management
P.O. Box 45155
Salt Lake City, Utah 84145-0155

Attention: Mr. Robert A. Henricks DIVISIONOF
chief, Branch of Fluid Hinerals ILGASSMININ(à

RE: Designations of Agent
NBU 303-6E, 306-18E,310-24E,311-23E,
314-3E, 316-17E, 328-13E, 329-29E,
330-29E, 333-2E, 334-3E, 335-23E,
336-24E, 337-24E, 338-24E, 339-19E,
340-20E, 341-29E, 342-35E, 343-36E,
344-12E, 345-4E, 346-5E, 347-8E,
348-9E, 312-2E
Uintah County, Utah
Natural Buttes Prospect
1540-AA29, 1540-AA41, 0050612-000,
0050615-000, 0050621-000, 0050622-000,
0050623-000, 0050627-000, 0050628-000,
0050630-000, 0050632-000, 0050637-000,
0050638-000, 0050642-000, 0050686-000,

Gentlemen: 0050691-000, 0050692-000

Enclosed, for your approval, are three (3) copies of a blanket Designation
of Agent pertaining to Enron Oil & Gas Company's proposed twenty-six (26) wells
listed on Exhibit "A" thereto. All copies have been originally executed on
behalf of coastal 011 & Cas Corporation.

When approved, please forward the approved Designation of Agent to my
attention at the letterhead address.

If anything further is needed in connection with this matter, please
contact the undersigned at the telephone number listed in the letterhead.

Yours very truly,

ENRON OIL & GAS COMPANY

on Lei Miller
TLN/dac Project Landman
9548T/Enclosure
cc: Vernal District, BLM (with copy of enclosure)

Division of Oil, Gas & Mining, Attn: Ms. Tami Searing
(with copy of enclosure)

Jim Schaefer - Big Piney (with copy of enclosure)
George R. McBride - Vernal (with copy of enclosure)
Coastal Oil & Gas Corporation, Attn: Hr. Donald H. Spicer

(with copy of enclosure)
Part of the Enron Group of Energy



DESIGNATION OF AGENT

Robert A. Henricks
Chief, Branch of Fluid Minerals

The undersigned is, on the records of the Bureau of Land Management Unit Operator
under the Natural Buttes Unit Agreement, Uintah County, Utah, No. 14-08-00018900
approved January 5, 1968, and hereby designates:

NAME: Enron Oil & Gas Company

ADDRESS: P. 0. Box 1815
Vernal, Utah 84078

as its agent, with full authority to act in its behalf in complying with the
terms of the unit agreement and regulations applicable thereto and on whom the
supervisor or his representative may serve written or oral instructions in
securing compliance with the Oil and Gas Operating Regulations with respect to
drilling, testing, and completing the unit wells listed on the attached
Exhibit "A" which are located in Uintah County, Utah.

This designation of agent does not relieve the Unit Operator of responsibility
for compliance with the terms of the unit agreement. It is also understood that
this designation of agent does not constitute an assignment of any interest under
the unit agreement or any lease committed thereto.

The designated agent will be responsible for compliance with the 011 and Gas
Operating Regulations as they relate to the drilling, testing, and completing of
each of the subject wells. In accordance with 3104.2, bonding shall be provided
by Enron 011 & Gas Company, Bond No. 81307603.

This designation of agent is deemed to be temporary and in no manner a permanent
arrangement.

This designation is given only to enable the agent herein designated to drill the
above specified unit well. Unless sooner terminated, this designation shall
terminate as to each well when there is filed in the appropriate district office
of the Bureau of Land Management a completed file of all required Federal reports
pertaining to that well. At which time the Unit Operator shall assume all
liability of that well and bonding shall be provided by the Unit Operator or as
otherwise arranged by the unit agreement. It is alon understood that this
designation of agent is limited to field operatiar.s and does not cover
administrative actions requiring specific authorization of the Unit Operator.

COASTALOIL GAS CORPORATION,Unit Operator

Carl E. ndberg, Vir,$ President

F \ntP\AG\D£5IGifA DHs Date: December 16,



EXHIBIT "A"

Attached to and made a part of that certain Designation of Agent dated
December 16, 1991, from Coastal Oil & Gas Corporation.

WELLNAME LOCATION
DIV SEC TWP RGE

NBU 303-6E SESW 6 10 21
NBU 306-18E NESW 18 9 21
NBU 310-24E SWNE 24 9 21
NBU 311-23E SWSE 23 9 21
NBU314-3E SESW 3 9 21
NBU316-17E SWNW 17 9 21
NBU328-13E NESW 13 10 20
NBU 329-29E SENE 29 9 22
NBU 330-29E SENW 29 9 21
NBU333-2E NESW 2 9 21
NBU334-3E NESE 3 9 21
NBU 335-23E SENE 23 9 21
NBU 336-24E LENW 24 9 21
NBU 337-24E NESW 24 9 21
NBU 338-24E NENE 24 9 21
NBU 339-19E NWSW 19 9 22
NBU 340-20E NWSE 20 9 22
NBU 341-29E SESE 29 9 22
NBU 342-35E NENW 35 9 22
NBU 343-36E SENW 36 9 22
NBU 344-12E NWNE 12 10 20
NBU 345-4E SWSW 4 10 21
NBU346-5E NWSE 5 10 21
NBU347-8E NESW 8 10 21
NBU348-9E NWNW 9 10 21
NBU 312-2E SWSE 2 9



ENRON
OIL & GAS COMPANY

P 0 BOX1815, VERNAL,UTAH 84018 (801)789-0790

October 13, 1992

Bureau of Land Management
Vernal District
170 South 500 East
Vernal, Utah 84078

RE: APPLICATIONFOR PERMIT TO DRILL
NATURALBUTTES UNIT 330-29E
SECTION29, T95, R21E
UINTAHCOUNTY,UTAH
LEASE NO. U-0581

Dear Mr. Forsman:

Enclosed are the original and two (2) copies of the Application for Permit
to Drill and associated attachments for the referenced well

If further information is required regarding this matter, please contact
this office.

Sincerely,

ENR0 OIL & GAS COMPANY

George R. McBride
Sr Production Foreman

Attachments

cc: State Division of Oil, Gas & Mining
nave ller

OCT2 0 1992



Form 3160-3 suamT IN TR F ATE* Form opproved.
(Nov mber 1983) Iother instructs me en Budget Bureau No. 1004-4136
a....,i, 9-aatei UNI TED STATES reverse alde' Expirea August 31, 1985

DEPARTMENT OF THE INTERIOR LEASK DitiuNATION AWD giggg, gg,
BUREAUOF LAND MANAGEMENT U-0581

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK "'"""" *"°""°'"'""'""

18. TIPROPWORK
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Sec. 29, T9S, R21E
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13.2 Miles Southeast of Ouray, Utah Uintah Utah
10 DIBTANCE 780M PROPuszD* 16 40 OF ALIBB IN I.shat 17 40 O' Casa analoNED

LOCATION TO .WRAmmaT TO Tu WELLraormarrons.ca..u.s.·" 1554' 2399.63 80(Also to atartet drlg tielt Ilot, if any)
13 otaTAvra raoM raorosso LocATrom• 19 rnorosso osPrn 0 act, 27 os cast.s Toota

TO NBARENT WELL, DKILLING. CONFLETED.
..x,,u.......nsm..aans.rr 1327' 68001 Rotary

21 stavattows (Show whether DF, BT, CR. ete.) 22 APPaos oaTa woax wit.L eTaaT•

4908' Graded Ground i October 1992
PROPOSED CAalM. AND CEMENTING PROGRAM

sitz or Bot.x alza 07 CAalwo WEtoitT ran rooT axTrisa osPTH 00ANTITY Or esMENT

12 1/4" 9 5/8" 32.34 240 125 sx Class "G" + 2% CaC1
7 7/8" 4 1/2" 10.54 6800' + L alsx celloflake. 50/50

Pozmix + 2% gel + 10% salt
to 400' above all zones of
interest (+ 10% excess).

3 ( Light cement (11 PPG±)
SEE ATTACHMENTS FOR: i - LC'd to 200' above oil

saale or fresh water
8 Point Plan OCT20 1992 intervais (+ se excess).
Drilling Program
BOP Schematic
Surface Use and Operating Plan
Location Plat or \
Location Layout
Topographic Maps "A', "B", and "C"
Gas Sales Pipellne Exhibit "A" Enron Oil & Gas Company will be the

designated operator of the subgect wel]
under Nation Wide Bond #81307603.

IN ABOVE SPACE DESCBIBB PROPOSED PEOGRAM If proposat la to deepen or plug back, give data on present prodnetire sont and proposed new prodnet19e
zone If proposal la to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertieel depthe Give blowout

sic ra / rit a Sr. Admin. Clerk ,,,, 10/13/92

IThin space for Federal or State ofBee use) APPROVEC BY THE STATE
PERM ananvu n.,, OF llTAH DI\/ISION OF

OIL, GAS, AN ININ
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WELL S ClN / Ñ*See InstructionsOn ReverseSade
Tatie 18 USC Section 1001, makes it a crime for any person knowingly and wallfully to make to any department or agency of the
United States any false. fictitsous or fraudulent statements or representations as to any matter within its



ENRON OIL & GAS CO.
Well location, NBU #330-29E, located
as shown In the SE 1/4 NW 1/4 of
Section 29, T9S, R21E, S.L.B.&M.
Ulntah County, Utah.

NB9'55'31"W - 26 73' (Meas ) NB9°58'W
- 40 02 (GL 0 )

BASIS OF ELEVATION

SPOT ELEVAT10NAT THE NW CORNER OF SECTION 29,
T9S, R21E, S.LB &M. TAKEN FROM THE QURAYSE
QUADRANGLE,UTAH,UINTAHCOUNTY,7.5 MINUTE
SERIES (TOPOGRAPHICALMAP) PUfšLISHEDBY THE
UNITED STATES DEPARTMENTOF THE INTERIOR,
GEOLOGICALSURVEY.SAID ELEVATIONIS MARKED
AS BEING 4880 FEET.

1769°
NBU /JJO-29E
Ðev. Ungraded Ground - 4912' N

Stona Set 5/B' Rebar o
urt & Alum cap 'o -- --

z -- --

SCALE

CERTIFIC L
THIS 1S TO CER1tFY THATTHE WAS PR
FIELD NOTES OF ACTUAL SURVE E BY MEOR UN

--

--- SUPERVISION AND THAT1HE ÀRE TitUE ,Ç0RREC
BEST OF MY KNOMEDGE ANll,SEµs NA U i

)ECIS D SURVEyÔ
AEGIS ON NO. 57
S 11TAH--·

UmuH ENGINEERING & VETMG

WEST - 80 00 (GLO ) 85 SOUTH200 EAST - VERNAL UTAN 84078
(80f) 789-1017

SCALE DATE
1" = 1000' 1-·24--92

PARTY REFERENCES

A = SECTIONCORNERS LOCATED GS D A MDA G L.O. PLAT
BEATHER F1t£

COLD ENRON OlL & GAS



EIGHT POINT PLAN

NATURALBUTTESUNIT 330-29E

SECTION29, T95, R21F
UINTAHCOUNTY,UTAH

l. & 2. ESTIMATEDTOPS & ANTICIPATED OIL, GAS & WATERZONES:
FORMATIONS DEPTH TYPE ZONES MAXIMUMPRESSURE

Green River

Oil Shale 1,400'

"H" Marker 3,174'
"J" Marker 3,850'

Base "M" Marker 4,468'
Wasatch

Peters Point 4,952' Gas 2,200 PSI
Chapita Wells 5,482' Gas 2,500 PSI
Buck Canyon 6,042' Gas 2,700 PSI

EST. TD 6,800' Anticipated BHP 3,100 PSI
All depths are based on estimated KB elevation 4,920'. Maximum pressure estimates
are based on bottom hole pressures measured on offset or near vicinity wells to the
subject well.

3. PRESSURECONTROLEQUIPMENT BOP Schematic Diagram attached.

4 CASING PROGRAM•
MINIMUMSAFETY FACTOR

HOLESIZE INTERVAL LENGTHSIZE WEIGHT GRADE COLLAPSEBURSTTENSILE
12 1/4" 0' -240' 240' 9 5/8" 32.3# H-40 ST&C 1400 PSI 2270 PSI 254,0004

7 7/8" O'-6800' 6800' 4 1/2" 10 5# J-55 ST&C 4010 PSI 4790 PSI 146 0064

All casing to be used will be new or inspected

5 MUDPROGRAM

INTERVAL MUDTYPE
O' - 240' Air

240' - 4000' Air/Mist & Aerated Water
4000' - TD Air/3% KC1 water or KC1 substitute

TD Gel/polyacrylamide polymer w/5-10%



EIGHT POINTPLAN

NATURALBUTTESUNIT330-29E
PAGENO. 2

Lost circulation probable from 1500' to 3000'±.
Sufficient mud inventory will be maintained on location during drilling to
handle any adverse conditions that may arise.

6 VARIANCEREQUESTS·

A. Enron requests a variance to regulations requiring a straight run blooie
line. (There will be two targeted tees in blooie line)

B. Enron requests a variance to regulations requiring an automatic ignitor or
continuous pilot light on the blooie line. (Not required on aerated water
system).

C. Enron requests a variance to regulations requiring 100' distance between
well bore and end of blooie line (Not possible on this location due to
topography). Blooie line will be 75' on the NBU 330-29E.

7. EVALUATIONPROGRAM·

Logs: Dual Laterolog/GR From base of surface casing to TD.
FDC-CNL/GR/Caliper TD to 3000'
Linear 2" DLL

Cores: None Programmed.
DST' : None Programmed

Completion: To be submitted at a later date.

8. ABNORMALCONDITIONS•

None anticipated.

9. STANDARDREQUIREDEQUIPMENT:

A. Choke Manifold
B. Kelly Cock
C. Stabbing Valve
D. Visual Mud Monitoring

Attachment: BOP Schematic Diagram

NBU330-29EPP



CONDITIONSOF ÞPPROVAL
FOR THE SURFACEUSE PROGRAMOF THE

APPLICATION FORPERMIT TO DRILL

Company/Operator: Enron Oil & Gas Company
Well Name& Number. Natural Buttes Unit 330-29E
Lease Number: U-0581
Location: 1769' FWL& 1554' FNLSE/NW Sec._29_T._RS R. 21E
Surface Ownership: Federal Lands - BLM

NOTIFICATIONREQUIREMENTS

Location Construction - forty-eight (48) hours prior to construction of
location and access roads.

Location Completion - prior to moving on the drilling rig

Spud Notice - at least twenty-four (24) hours prior to spudding
the well

Casing String and - twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and reldted - twenty-four (24) hours prior to running casing and
Equipment Tests tests.

First Production - within five (5) business days after new well begins
Notice or production resumes after well has been off

production for more than ninety (90) days

For more specific details on notification requirements, please check the
Conditions of Approval for Notice to Drill and Surface Use



THIRTEEN POINT SURFACE USE PROGFGas

1. E][ISTING ROADS
A. See attached Wellsite Plats showing directional reference stakes on

location, and attached TOPOMap "B" showing access to location from
existing road.

B. The proposed well site is located approximately 13.2 miles southeast
of Ouray, Utah - See attached TOPO Map "A".

C. Refer to attached Topographic Map "A" showing labeled access route to
location.

D. Existing roads will be maintained and repaired as necessary. No off
lease Right-of-Way will be required.

2. PL3dfNED ACCESS ROAD
A. The access road will be 0.1 mile in length. See attached TOPOMap

"B".
B. The access road has a 30 foot ROWw/18 foot running surface.
C. Maximumgrade on access road will be 5%.
D. No turn outs will be required.
E. Road drainage crossings shall be of the typical dry creek drainage

crossing type.
F. No culverts, bridges or major cuts & fills will be required.
G. The access road will be dirt surface.
H. No gates, cattleguards or fences will be required or encountered.

New or reconstructed roads will be centerline - flagged at time of
location staking.

All travel will be confined to existing access road Right-of-Way
Access roads and surface disturbing activities will conform to
standards outlined in the Bureau of Land Management and Forest
Service Publication· Surface Operating Standards For Oil & Gas
Exploration and Development, (1989)

The road shall be upgraded to meet the standards of the anticipated
traffic flow and all-weather road requirements. Upgrading shall
include ditching, drainage, gravel ing, crowning, and capping the
roadbed as necessary to provide a well constructed safe road.
Prior to upgrading, the road shall be cleared of any snow cover and
allowed to dry completely. Traveling off the 30 foot Right-of-Way
will not be allowed.

Road drainage crossing shall be of the typical dry creek drainage
crossing type. Crossings shall be designed so they will not cause
siltation or accumulation of debris in the drainage crossings nor
shall the drainages be blocked by the roadbed. Erosion of drainage
ditches by run off water shall be prevented by diverting water off at
frequent intervals by means of cutouts. Upgrading shall not be
allowed during muddy conditions. Should mud holes develop, they
shall be filled in and detours around them avoided

No Right-of-Way applications will be



As operator Enron Oil & Gas Company shall be responsible for all
maintenance on cattleguards, or gates associated with this oil and/or
gas operation.

3. LOCATION OP EXISTIWS WELLS WITHIN A ONb MILE RADIUS OF
PROPOSED WELL LOCATION
A. Water wells - None.
B. Abandoned wells - One
C. Temporarily abandoned wells - None
D. Disposal wells - None
E. Orilling wells - None
F. Producing wells - Nine - See attached TOPO Map "C" for location of

producing wells.
G. Shut in wells - None
H. Inaection wells - None

4. LOCATION OF EXISTING/AND OR PROPOSED FACILITIES
A. ON WELLPAD

1. Tank batteries - None
2. Production facilities will be set on location if well is

successfully completed for production. Facilities will
consist of well head & valves, separator, dehy, 210 BB1
condensate tank, meter house and attaching piping.
See attached facility diagram.

3. 011 gathering lines - None
4. A 3 1/2" gathering line will be buried from dehy to west

edge of location
5. In3ection lines - None
6. Disposal lines - None
7. Surface pits - None

B OFF WELLPAD
1. Proposed location of attendant off pad gas flowlines shall

be flagged prior to archaeological clearance.
2. A 4 1/2" 00 steel above ground natural gas pipeline will be

laid approximately 1800' from proposed location to a point
in the NW/SWof Sec. 29, T95, R21E where it will tie into
CIGEs' existing line. Proposed pipeline crosses BLM
administered lands within the Natural Buttes Unit, thus no
Right-of-Way grant will be required. See attached Exhibit A
showing pipeline route.

3. Proposed gas gathering pipeline will be a 4 1/2" 0D steel,
welded line laid on the surface

4 Protective measures and devices for livestock and wildlife
will be taken and or installed where required.

If storage facilities/tank batteries are constructed on this
lease, the facility/battery or the well pad shall be
surrounded by a containment dike of sufficient capacity to
contain, at a minimum,tne entire content of the largest
tank within the facility/battery, unless more stringent
protective requirements are deemed necessary by the
authorized



The production facilities will be placed on the south side
of location.
All permanent (on site for six ruonth· ar longer) structures
constructed or installed (including pumping units) will be
painted a flat, non-reflective, earthtone color to match one
of the standard environmental colors, as determined by the
Rocky Mountain Five State Interagency Committee All
facilities required will be painted within 6 months of
installation. Facilities required to comply with 0.S.H.A.
(Occupational Safety and Health Act) will be excluded.
The required paint color is Carlsbad Canyon.
If at any time the facilities located on public land and
authorized by the terms of the lease are no longer included
in the lease (due to a contraction in the unit or other
lease or unit boundary change), BLMwill process a change in
Futhorization to the appropriate rental or other financial
cbligation as determined by the authorized officer.

5. LOCATION & TYPE OF WATER SUPPLY
A. Water supply will be from Ouray Brine Plant at Ouray, Utah, and/or

Target Trucking Inc.s' water source in the SW/SWSec 35, T9S, R22E,
Uintah County, Utah (State water right #49-1501)

B. Water will be hauled by Target Trucking Inc.
C. No water well will be drilled on lease.

6. SOURCE OF CONSTRUCTION EATERIAL
A. All construction material for this location and access road will be

of native borrow and soil accumulated during the construction of
location

B. All construction material will come from Federal Land.
C No mineral materials will be required.

7. METHODS OF HANDLING WASTE DISPOSAL
A METHODSAND LOCATION

1. Cuttings will be confined in the reserve pit.
2 A portable toilet will be provided for human waste during

the drilling and completion of the well. Disposal will be
at the Vernal sewage disposal plant

3. Burning will not be allowed. Trash and other waste material
will be contained in a wire mesh cage and disposed of at an
approved waste disposal facility.

4. Produced waste water will be confined to a lined pit or
storage tank for a period not to exceed 90 days after
initial production. During the 90 days period, an
application for approval of a permanent disposal method and
location, together with the required water analysis, will be
submitted for the A0's approval

5 All chemicals will be disposed of at an authorized disposal
site. Drap pans and absorbent pads will be used on drilling
rig to avoid leakage of oil to



B. Water from drilling fluids and recovered during testing operations
will be disposed of by either evaporating in reserve pit or be
removed and disposed of at an authorized disposal site.
Introduction of well bore hydrocarbons to reserve pit will be
avoided by flaring them off in flare pit at time of recovery.

Burning will not be allowed, all trash must be contained in a
trash cage and hauled away to an approved disposal site at the
completion of the drilling activities.

On BLMadministered land•
The reserve pit will be constructed so as not to leak, break, or
allow discharge. The reserve pit shall be lined.

After first production, produced waste water will be confined to a
lined pit or storage tank for a period not to exceed ninety (90)
days. During the 90 day period, in accordance with NTL-2B, an
application for approval of a permanent disposal method and
location, along with required water analysis, shall be submitted
for the AO's approval. Failure to file an application within the
time allowed will be considered an incident of noncompliance.

8. ANCILLARY FACILITIES
A. No airstrips or campS dre planned for this well.

9. WELL SITE LAYOUT
A. Refer to attached well site plat for related topography cuts and

fills & cross sections.
B. Refer to attached well site plat for rig layout and soil material

stockpile location as approve on On-site.
C. Refer to attached well site plat for rig orientation parking areas,

and access road.

The reserve pit will be located on the southeast side of location

The flare pit will be located downwind of the prevailing wind
direction on the south side of location a minimum of 100 feet from
the well head and 30 feet from the reserve pit fence.

The stockpiled topsoil will be stored on the southwest corner

Access to the well pad will be from the north.

NA_ Diversion ditch(es) shall be construct on the
side of the location (above/below) the cut slope, draining to
the

NA_ Soil compacted earthen berm(s) shall be placed on the
side(s) of the location between the

N
_

The drainage(s) shall be diverted around the side(s) of the well pad
location.
The reserve pit and/or pad locations shall be constructed long and
narrow for topographic



____
The northeast corner of the well pad will be rounded off to minimize
the necessary fill.

FENCING REQUIREMENTS
All pits will be fenced according to the following minimum standards:

A. 39 inch net wire shall be used with at least one strand of barbed
wire on top of the net wire. (barbed wire is not necessary if pipe
or some type of reinforcement rod is attached to the top of the
entire fence).

B. The net wire »hall be no more than 2 inches above the ground. The
barbed w:re .<trand shall be 3 inches above the net wire. Total eight
of the fence shall be at least 42 inches.

C. Corner posts shall be cemented and/or braced in such a manner to keep
the fence tight at all times.

D. Standard steel, .Jood, or pipe posts shall be used between the corner
braces. Maximumdistance between any two posts shall be no greater
than 16'.

E. All wire shall be atretched by using a stretching device before is be
attached to the corner posts.

The reserve pit fencing vill be on the three sides during drilling
operations and on the fourth side when the rig moves off the location.
Pits will be fenced and mainsalned until clean-up.

Each existing fence to be crossed by the access road shall be braced and
tied off before cutting so as to prevent slacking of the wire. The
opening shall be closed temporarily as necessary during construction to
prevent the escape of livestock, and upon completion of construction the
fence shall be repaired to BLMor SMAspecifications A cattleguard with
an adjacent 16 foot gate shall be installed in any fence where a road is
to be regularly travelled. If the well is a producer, the cattleguards
(sha11/sha11 not) be permanently mounted on concrete bases. Prior to a
new road, crossing any fence located on federal land, or any fence between
federal land and private land, the operator will contact the BLM, who will
in turn contact the grazing permittee or owner of said fence and offer
him/her the opportunity to be present when the fence is cut in order to
satisfy himself/herself that the fence is adequately braced and tied off.

10 . PLANS FOR RESTORATION OF SURFACE
A. PRODUCINGLOCATION

Immediately upon well completion, the location and surrounding area
will be cleared of all unused tubing, equipment, debris, materials,
trash, and Junk not required for production.
Immediately upon well completion, any hydrocarbons on the pit shall
be removed in accordance with CFR 3162.7-1.
If a plastic nylon reinforced liner is used, it shall be torn and
perforated before backfilling of the reserve pit.
The reserve pit and that portion of the location not needed for
production facilities/operations will be recontoured to the
approximate natural contours. The reserve pit will be reclaimed
within 12 months from the date of well completion. Before any dirt
work takes place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc., will be



Contact appropriate surface management agency for required seed
mixture.

B. ORY HOLE/ABANDONEDLOCATION
At such time as the well is plugged and abandoned, the operator
will submit a subsequent report of abandonment and BLMwill attach
the appropriate surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP
Access road: Federal
Location: Federal

12. OTHER INFOTOLATION
A. Enron Oil & Gas Company will inform all persons in the area who are

associated with this project that they are subject to prosecution for
knowingly disturbing historic or archaeological siter, or for
collecting artifacts. If historic or archaeological materials are
uncovered during construction, the operator will immediately stop
work that might further disturb such materials, and contact the A0.
Within five working days the A0 will inform the operator as to

-whether the materials appear eligible for the National Register of
historic Places;

-the mitigation measures the operator will likely have to undertake
before the site can be used

-a time frame for the A0 to complete an expedited review under 36 CFR
800 11 to confirm, through the State Historic Preservation Officer,
that the findings of the A0 are correct and that mitigation is
appropriate.

-if the operator wishes, at any time, to relocate activities to avoid
the expense of mitigation and/or the delays associated with this
process, the A0 will assume responsibility for whatever recordation
and stabilization of the exposed materials may be required.
Otherwise, the operator will be responsible for mitigation costs.
The A0 will provide technical and procedural guideline for the
conduct of mitigation. Upon verification from the A0 that required
mitigation has been completed, the operator will then be allowed to
resume construction.

B. As operator Enron Oil & Gas Company will control noxious weeds alongRight-of-Ways for roads, pipelines, well sites or other applicable
facilities. A list of noxious weeds will be obtained from the BLM,
or the appropriate County Extension Office. On BLMadministered land
a Pesticide Use proposal shall be submitted, and given approval,
prior to the application of herbicides or other pesticides or
possible hazardous



C. Drilling rigs and/or equipment used during drilling operations on
this wellsite will not be stacked or stored on Federal Lands after
the conclusion of drilling operations or at any other time without
BLMauthorization. However, if BLMauthorization is obtained, it is
only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities. (The BLMdoes not seek
to compete with private industry. There are commercial facilities
available for for stacking and storing drilling rigs.)

Additional Surface Stipulations
No construction or drilling activities shall be conducted between
May 15 and June 20 because of antelope kidding stipulatioin.

NA_ No surface occupancy will be allowed within 1,000 feet of any sage
grouse strutting ground.

NA_ No construction or exploration activities are permitted within 1.5
mile radius of sage grouse strutting grounds from April 1 to June 30.

NA_ There shall be no surface disturbance within 600 feet of live water
(includes stock tanks, springs, and guzzlers).

NA_ No cottonwood trees will be removed or damaged.
1_ Pond will be constructed according to BLMspecifications

approximately 350 ft. north of the location, as flagged on onsite.

LESSEE I S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Enron Oil and Gas company
P.O. Box 1815
Vernal, Utah 84078
George McBride
Telephone: (801) 789-0790

Enron 011 and Gas Company
P.O. Box 250
Big Piney, Wyoming
Jim Schaefer
Telephone: (307) 276-3331

All lease/or unit operations will be conducted in such a manner that full
compliance is made with all applicable laws, regulations, Onshore 011 and
Gas Orders, the approval plan of operations, and any applicable Notice to
Lessees. Enron Oil & Gas Company is fully responsible for the actions oftheir subcontractors. A copy of these conditions will be furnished to the
field representative to insure



HP_LASER

A copy of the approved APDand ROWgrant, if applicable, shall be on
location during construction of the location and drilling activillos

The BLMOffice shall be notified upon site completion prior to moving on
the drilling rig.

Certification:

I hereby certify that I, or persons under my direct supervision, have inspected
the proposed drillsite and access route; that I am familiar with the conditions
which presently exist; that the statements made in the Plan are to the best of
my knowledge, true and correct; and that the work associated with the
operations proposed here in will be performed, y ENRONOIL & GASCOMPANYand
its contractors and sub-contractors in conf mity with this lan and the terms
and conditions under which it is approved.

October 13, 1992 ,74,

DATE EEORGER. M BRIDE
SR. PRODUCTIONFOREMAN

lw



ENRON
0-mias Company

DR1LLING PRO3RAf/

nat• oernhar i 1=97

REVISION ND. 6 DATE·

PROSPECT ?.; XV 5.-C
,,,7 LEASE .-057 '0050§gi-000

WE:.L NANE & NUMBER NV474, @AV "..° ??29¶

WE'.. CLASETFICATICH -¾ ANTICIPATEE PRODU"TIDh 22 31=_]_. TFE4

TGSi

3.OCATION CALL• 1550 FNL ¡ 1 69' M, (S¶ NW)

IMrtnh enunt.. Utah

ELETATIDM. 4 15· GL 4977' 59 fen:Mn:Mi

DIRECTIOh LIMITATIONE May.,-J; det}p-¿p gy phe 31.9
-11. be 6• al c gpre

than a 1•/100· dogle: severity See once number 4 for distance between

nurmig.

TYPE RIG Rd Rotar APPROVED DEPTE 6900' PERMIT DEPTE 6800·

CONDUCTOR NEEDEDT & If yes, mise i hoW seE

CRITERIA FOR DETERMINING CASING BRAT FOR CRITICAL ETRIMGB WCC overnight

þa*nre n'attinq of* st- ce cas.nq 19 veld on htB4

CENTRALI2ERB (DEPTE & TYPE)

surfac• - one 5-'n' em stee & Yor n' ' ryn secoM i fonet'! Saint

Production - One a ¶*dain of '¶t it § evem Thirti en])9¶ 90



DamhLING PROGRAM
- 2 -

WELT. NAME '.Mura. 29tter i.fr.it 330-29E

sTAGE COLLARE, BASEETS, GERER BPECIL EQUIPMENT:

Surface - G,.. de shoe

Production - Guide stee art d.fferent.a: fl.1 flost collar with ton plua.

PCMFINC RATEEISPECIL »SS'"R"CT ONE 2.rc.la e cas.no t.•C hours Drior to

Continue callee_r_to des1-ed too of cement

CORES None are apt.ç;pateg

SAKPLES Collect 30' sa:cles fror below surface casing to 4300'±, C lect 10'

same,er ::-
,

e' • , 12

FORMATION TESTS Nene ye an;191pated

MUD LOGGING. (Includes servlees & depth) FY9p 4300'± te 'fD

DETECTION & CONTROL EQUIPKERT 0" 2000 esta 80P vith blind and eine rams.

10" Annular Preventer. 10" rotat.no head. Test inanifold & BoP's to 2000 usie.

4-nular prevento- to 1500 RElu. BUTiace c451nq to 1500 P119

tise cert..f..ed press-re yst.pg ser ice coppppy 4pd .eave a copy of thy
f>st e yrt 'O The tinqhmise intil *19 40MB

ccMPLETION PROGRAM ': he saritted 3° a lgper date

OTHER BERVICES Mope are



D ING PROGRAM

TELL WARE'. 11U ..h'Aff.fik.ill'•.'JL. .

FORMATIONTOPS & DEPTHS(TEWTAYTVEl

FORKATION NAME 6 TYPE ESTIMATES DEPTE lEL4 DATVN TEICKNESS & RENARES

see atta:We: Prognesis

x-MAc Tar: It" -occa e 4 en e*sine -tai. "' I?" ""Y'01

MUDPROGRAM

O' to 240' Air

19 ' to 43.: A.:/V15t e A Tht01 Adtki

4000' to TD Aerated 3% KC1 Water or KC1
substitute.

23 E 5-1 2 3E--e! 10-15 Gel/polpacig.a:ide polymer w/t-ift
LCM

DRILt.INGHAZARDS& SPECIAL INSTRUCTIONS

wart :--c..at.:- fre: ,iJt' :; Jate'? Undernalarge¢ ;;rçulay¡on nagt.p? a,

reca.re 7:Tat.,, ligad -tert.e . gas tids ,p geer. F..'er and Wasy:*.. Petg-1.

shale swellingis1oughine eroblems Meter air 6 add foamer to maximize consisteneV

of returns & maintain stable eit levels. Utiliza tack off head while running onen

home legs Mix 500-400 bols mud a TD es above i disclace hele críor to tripping

for



DRILI.ING PROGRAM
- 4 -

ifL'' NAFE 'le*:rf Antips Un't "3r- ¶

CEMENTPROGRAM

EOLE CASING t i

SITE SI2t ! DEPTB CEKENT PROCEDURE

1." *V 24C Cement ....C sk "lass "C" Cement • 2% Caci2
ee.seflait ¾1rcalate celled water ahead of slurry,

1' ••• £rt'' :tt: 1-.•«- a :-:- T" t. .."C¾': •/50/EC Ptzcla • 24

.DU 4"ef-28 |-.1:( '.C 47A ' LL-I At €)Ct&!

Cover Inte:"Is. #re:: 4700'- "e ze it spec1:iec in

Circa.ate :as.-; : nra before cement.ng. Re"1precate

o
r-comenting. Pump 40 bb1s muc flush

215:¾ CWM

INTERTAL WEIGHT MIMZER SAFETE FACEUR

CC JAP£2 BJF3I TELS-LE
SIT. 7°CV TO LENC FIP" GTA*.L TEPEA." (pex:) (ps.c) ( sig

3-5'E" O' 240' 240' 32.2F "-40 ST&C 1400 2270 254,000
9-1 I" 6 00 -202' -Q is 1-:" ST6C 401: 4790 14€,000

SUR\EN SCiEDU..t

DISTANCE MAI DEVIATIONB MazlMW CKANGE
DEPTE BTWEEN BURVEYS FROM VERTICAL DEGREER/100* I

O' to 240' 240' 1 degree 1 degree

:,0' te TL 500' 6 degrees 1 gegree
for as needed'

PREPARED BY
:: R. Senaefer Jr Produc.len Engineer

APPROVED BY
Deras J Brace 3r.la.ng Super.ntenae".:

APPROVED BT
C C Parmors D1strict Mana:rer

*GT S



NATURALBUTTESUNIT330-29E
SECTION 29, T9S, R21E
UINTAHCOUNTY, UTAH

FEDERAL LEASE #U-0581 Nl

CSC VAIVE CGG VAlVI

IDOVAIVI

PROD VAlVI

210 BBL
COND

g • 9 * ** TANKDEHY E SEP -------- :Eal ED *· SEALED
, 30 PROD UNE

100' DUMP UNE LOAD DRAINCHECKVALVE VALVE VALVE

NBU330-29Ellw
TANK BERM

2 1/2 i I X 30 X



2000 PSIG MP DIMRM

MINILARPREVENTORANDDOTHRMS ARE3000 PSIC RATED.
CASIR FINIGE IS 11" 3000 PSIG RATED.
80PE 11' 2000PSIG

TESTIM PROCEDURE:
1. 80PE's ul11 be tested with a professional tester to conform to

Onshore Order $2 with retest every 14 days.
2. Blind & Pipe rams will be tested to rated working pressure, 2000

psig.
3. Annular oravanter will be tested to 5mLof working pressure, 1500 ROTATING

REAEpsig.
4. Casing will be tested to 0.22 psifft. or 150* neig. Not to exceed 70% of burst to"

strength. whichever is areator,

s. All Isnes suudect to wel, v.essure will be pressure tested to the
same pressure as blind & pipe rams. ANWULAR

6 All BOPEspecifications and configurations will meet Onshore Order
f2 requirements for 2000 psig 80PE specifications.

H:\tlOciMPUIMLDIA

PIPE RANS
cuans matros.o

ABLE Cil0KR

to sum/cas saramsm
BLIND RANSOR PIT

3* NTNINUN RATED To 3mmp?SIC
3* WIN .. 2" KILI. LIRR

BLRED LIRR PIT 3· DIAN

2• xin
#---- SPOOL 11" 3000 PSIC CASING

to seso/cas sarAstaron assattsraar,x cnamn
OR



EX I B I T " A - ENRON OIL & GAS CO.

GAS SALES PIPEUNE NBU #330-29E

SCALE- f =
2000. SECT10N 29. T9S, R21E, S.LS.&M.

DATE 1-24-92



- Topsoil Stockpile '
, Proposed Access

ENRON OIL & GAS CO.
Road LOCATIONLAYOUTFOR

F-90.4 SECTION
2NBUT

R E S.LB.&M.

Sta. J+25
40' 120'

N07E.
'

-·-

Flare Pit is to be located
a min of JO' from the
Reserm Pit a o min of STA. J+25
100' from the Well Head a.

SCALE 1 = 50
DATE 1-28--92 40° 40 120

Reserve P/t Backfi//
--- Drawn By MDA

& Spoils Stockpile ' LOCAT1nN STAKE
P1PE RACKS

r ' C-6.9 ----

40'
HOU Scale Finished Grade

S 0 1" =
50, STA. 1+50

Approx

s s
--- Toe of 10 40 40' 120

- o Fill Slope

Appr
D TOILET

Cut Slope
HOPP

¯

"°- O R STA 0+ 2
Too 0

-

as S
5

Sta. 0+00

Reserve Pit Backfill El 909 Os ' El 907 6
a spo,is stoc*P"" C-0.8' po

'

APPROXIMATEYARDAGEs O N
EXCESS MATERIAL AFTER S

(6") Topsoil Stnppmg = 1,100 Cu Yds 5% COMPACTION = 1,720 Cu Yds

Topsoil & Pit Backfill = 1,720 Cu. Yds
Remaming Locat.on = 5,SJO Cu Yds

(1/2 Pit 'lol ) Elev Ungraded Ground at Location Stoke 49Î .

TOTALCUT = 6,630 CU YDS ExcESS UNBALANCE = 0 Cu. Yds
(After Rehabilitation) Elev Graded Ground at Location Stoke = 4908.2' f.Tyrra ENGINkrRtyc & LMD SURVErrNG

FILL = 4,660 CU YDS as s.. sco a..e v-.a.



Proposed LocaNo
0-29E

T 0 POGR A PH I c ENRON OIL & GAS CO.

M A P " A - NBU #330-29E
SECTION 29, T9S, R21E, S L.8 &M

DATE 1-24-92



32

or

TOPOGR A PH I C
ENRON OIL & GAS CO.

N NBU #330-29E
M A P B SECTION 29, T9S, R21E, S.L.8 &M

SCALE 1" = 2000'
DA7E 1-24-92



REATY U

/ Co srAL Proposet Locano

LEGEND: ENRON OU, & GAS CO.
/ = Water Wells
† = Abandoned Wells N NBU #330-29E
* = Temporarily Abandoned Wells SECTION 29, T9S, R21E, S L.8 &M./ = Disposal Wells
O = Drilling Wells TOPO M A P " C "
O = Producing Wells
9 = Shut--in Wells DA1E 1-24-·92



-IRON
04 amas Compmy

DRILLING PROGRAM
Date• October 7 1997 o

REVISION MO. 6 DATEt

PROEPEC' jKTIPoi B"TTFF UþQ LEASE. 1-GES) (0050622-000)

VLLL NA¥E & huMBER haggrel þuttes Unit 310-|*91

LL- CJESITIDMIOb AWICIPATED PRODUCTION OIL_ GAS1 OTHER

TGSi

LOCATIOli CALL 1554' FNL § 1769* TWL (,SF NN)

Uintah Countv. Utah

ELEVATIon 4915' GL. 4927* KB (estimated\

DIRECTIch LIVITATIONS Ma>irur de%1ation for the hole hill be 6• vino more

than a 1 /100' doaleg severitv See naae number 4 for distance between

pyrveys

TYPE RIG Land Rotary APPROVED DEPTR 6800' PERMIT DEPTH ERoni

CONDUCTOR NEEDEDT & If yes, aise & how set

CRITERIA FOR DETERMINING CASING BEAT FOR CRITICAL STRIMGB' WOC overnight

hafore cuttina off surface casing to weld on head.

CENTRALIEERS (DEPTR & TYPE)

surface - one 5-10• above shoe & ton of first. second & fourth ioint.

Production - one a middle of Ist it i averv third collar to



ING PROGRAN
- 2 -

FELL NAMP ¾9131 Batten Uring

BTAGE COLLAks, BABFETS, OTEz3 BPECIAL EQUIPMENT

Burface - Ginae shoe

Production - Guide shoe ard differential (111 float collar with tnP Plug.

PUNFIN" RATES/EPECIAL InsilUCTIONE C.rçalate casino two hours prior to

FC LP GWea11per fro- TC te 100' aveve Green Piver 'W Marker,

continue calloer to desired too of cement

cones None are enticipated

BAKPLES Collect 30' saxoles trotn belo. surface casing to 4300'±. Collect 10'

FORKATION TESTS NOpe gry gnticipated

MUD LOGGING (Includes services 6 depth) ¶rom 4300'± to TD.

DETECTION & COMTROL SQUIPMER 10" 2000 osig BOP with blind and mine rams.

10" Annular Preventor, 10" rotating head. Test manifold & BOP's to 2000 usia,

annular oreventor to 1500 osta. surface casing to 1500 osig

Use certified uressure testing service company and leave a cooy of the

tent chart in the doghouse untL1 ria down

COMPLETION PROGRAM To be submitted at a later date.

OTHER SERVICES pone gyg



onr- Paoanan

FORMATION TOPS& DEPTNS(TINTAftvri

EEMUI L Li¾ i TP_PF PATIN TED OFPTE ffli nati!¾ TMtfWNERA i RFNFRES

Set tttactra Prouncstt

I-MAS TisEE r 3900f Þead or car.net tes.. r" SONA I 10' 10000 741100

MUDPROGRAM

¥r3 WL
:.?:1 LIT." 1. XLI:ET \I: t. 2.11 :. X.L

O' to 240' Air

e,a' wo 40-£ ' A-r/Mist a Aethted Water

4000' to TD Aerated 3% KC1 water or KC1
substi*tte

:" E 5-9 i 30-45 20-.5 Gc1/polyacr)1ers de pol) er w/L•1t%
LCM

DRILLING HAZARDS& SPECIAL INSTRUCTIONS

Lort circulatio- froit 1500' to 300 •; UpglerþalMikat01LG4.1&EY.Œ¾ILàiß

rega.re rotatino heas, Petertial gas lic}s in gree Biter apd haratçh Fot.nyig)

shale swelling/sloughing Droblems Meter air 6 add foamer to maximize consistenev

of returns & maintain stable oft levels.. Utilize onck off head while running onen

hole logs M1x 500-600 tble mud # TD as above & disolace hole crior to trimoina

for



nardMib raogaAn
4 •

vrt' Nwt .Jiautr.aLPul.tte..ValL22ttd2L

CEMEhtPROGRAM

so.r i casino
t 178 DEPTN exMEWT PROCgvR
' A* ;4t• :eyer' a .h r> Clant "C' eenent * 24 CaC1, * \¢lsh

se .cf.net titeL\att celled vater abend of Blurry

4,• 4 y a :-te ta 'v:: TL \ 4 00'I al*f M PO:Lik • 21
rs a e. L"t tt it LA-su.eten tror ca..per
.- a ..a

...a-< ts t.* t y.t.« ace encons

,, te in•e-tat :'em 4700'• •.0 deptn rpectried in
- • -t •• vn -,"a .'•¾ l't't' entnet plu•

a't
.*ihitalet:3

. st . a '. a t t . 9 0, • to a;}..tat1•.

.. a c's cas.n. : hr. t,<.tore t.errenting, heciprocate
casang during corsonting. Pump 10 bble mud flush
ahead of alurra.

ese a et a ents * • a esa e a swee a are e a a a a uses m.arstwaar.mmaassywaraw.samm

cpg'yg P CORAM

INTERVAL WEIGRT MINIMUM BAFETT FACTOR
COLLAPEE 80581 TrbBILL

9-1,0" O' 240' 240' 32,3# 8-40 ST&C 1400 2270 254,000

4-1 I" ^* 6PG * lin'' 10 54 J.r5 S"I^ 4010 4790 146,000

SURVEi SCHEDULE

DISTANCE KAE DEVIRTIO318 MARIMUM CEANGE
DEPTE BETWEEh BURVEYS FROM TERTICAL DEGRESS(IOG*

O' to 240' 240' 1 degree 1 degree
24o• to TD 500' 6 degrees 1 degree

(or as needed)

FREPARED ST
f R. Schasirer . Production Engineer

APPROVED BY
Dennis J. Brace Drilling Superintendent

APPROVED ST ft

C. C Parsons, District Manager



, Forza 3160-.3 suaMIT IN TRIPIJCATE' Form approved.

(Noveenbe: 1983) (Other instructions on Budget Bureau No. 1004-0136

u....,,,,-asici UNITED STATES reversealde) ExpugsAugust31, 1985

DEPARTMENTOF THE INTERIOR G. LEAME DESIUWATIONAND SSSIAL lig,

BUREAUOF LANDMANAGEMENT U-0581

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK "NOlan,ALI.ONSORTSIBMWAME

14. TTPROyWORK

DRILL DEEPENO PLUGBACKO ' """ ''"'""' "'"' '

b.tresorwsu. Natural Buttes Unit

w t.t. O "w'.'u. O .... M" O i.','."'" O • - •• -- -

a nautovermaaroa Natural Buttes Unit
ENRON OIL & GAS COMPANY a wasno

a. 4......ororsaaron 330-29E
P.O. Box 1815, Vernal, Utah 84078 to riar.o un roer., on w!LDCAT

- gC IGN OW WELL (Report loestion clearly and in accordance with any State requirements.') NBU/Wasatch
11. EMC. T . a . M . 08 BLE

1769 ' FWL 1554 ' FNL SE/NW ano .vav.« on sama

At proposed prod some
.7 () 97..])]g' Sec. 29, T9S, R21E

14 DISTANes IN MILEE AND DImacr!ON raoM NaassaT TowN 05 P0aT orrics• 12 CGUNTT 08 PARIGH 13. BTATE

13.2 Miles Southeast of Ouray, Utah Uintah Utah
13 DiaTANCE PROM raorusso* IS No or stasa tx Usa is 17 NO OF &CRES AESIGNED

LOCATION TO NRABEST TO THIS WELL

raorantr on s.saas uss• T 1554 ' 2 399 . 6 8 0
(Also to awarest drig. unit Itat, it any! ·

STANCE PROM r2000ilD lACATION* 19 rKOFosso DEFra 20 ROTAst 08 Chats TOOLs

TO MBAREET Wit.L. DRILLING. COMPT.8TED.
en arru.. ren, on un a as>.aa. rr. 1327 ' 6800 ' Rotary

21. staWATiores (Show whether DF. R2', GR, ete.) 22 APPNGE. DATE WOBE WILL BTant*

4908' Graded Ground October 1992
PROPOSED CASING AND CExitiTING PROGRAM

513E OF NOLE $185 OF CAMING WEIGHT PER FOOT BETriMG DEPTH QUANTETT OF CEMENT

12 1/4" 9 5/8" 32.3# 240 125 sx Class "G" + 2% CaCl

7 7/8" 4 1/2" 10.5# 6800' + 4 #fsx celloflake. 50/50
Pozmix + 2% gel + 10% salt
to 400 ' above all zones of
interest (+ 10% excess).
Light cement (11 PPG±)

SEE ATTACHMENTS FOR: + LCM to 200 ' above oil
fresh water

8 Point Plan (+ 5% excess).

Drilling Program
BOP Schematic NOV2 0 1992
Surface Use and Operating Plan
Location Plat
Location Layout OlVISIONOF
Topographic Maps "A', "B", and "C" OILGAS&MINING
Gas Sales Pipeline Exhibit "A" Enron Oil & Gas Company will be the

designated operator of the subiect wel
under Nation Wide Bond #81307603.

19 Asova arAct otscalas Pacrossa ruoamaa.- If proposal is to deepen or plag back, give data on present productive sont and proposed new prodartire

anne Il proposal is to drill or deepen direettonally, give pertinent data on subsurface locations and meaanred and true vertics! depthe Give blowout

preventer progra- lf .:ny

j'ay /( Sr. Admin. Clerk ,,,, 10/13/92

(Thi space for Federsi or State o!Bee aer)

PEB18tTNO EFTiefil PITE

Incimler BOY1 9 W
APFROTED

AffA ff iflottflii . DA1

CONDITIO ÓP AFFROVAK,,4 ANT

NOTicEOF AppaoÝAL conomossc 'eco
TO OPER

*See InstructionrOn ReverseSide
Title 18 USC Section 1001, makes at a crime for any person knowingly and walifully to make to any department or agency of the

United States anv false factat-ous or fraudulent statements or representations as to any matter within its



WELL LOCATION INFORMATION

Company/Operator: Enron Oil & Gas Company

API Number. 43-047-32398

Well Name & Number: NBU 330-29E

Lease Number: U-0581

Location: SENW Sec. 2 T.& R.1

Surface Ownership. Federal Lands administered by BLM

Date NOS Received: February 25, 1992

Date APD Received: October 14, 1992

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours pnor to construction of location and
access roads

Location Completion - poor to moving on the dniling ng

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to runnmg casing and

Cementmg cementing all casing strings

BOP ana Related - at least twenty-four (24) hours pnor to mitiatmg pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production

Notice resumes after well has been off production for more than
ninety (90) days

For more specific detatis on notification requirements, please check the Conditions of Approval for

Notice to Dnil and Surface Use



ÇONDITIONSOF APPROVALFOR NOTICeTO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be aware fire restnctions may be in effect when location is bemg constructed and/or when well is

bemg drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimate(I Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zençë are
Expected to be Encountered

Report KL water shows and water-beanng sands to Tim Ingwell of this office.
Copies of State of Utah form OGC-8-X are acceptable If noticeable water flows
are detected, submit samples to this office along with any water analyses
conducted.

All usable water and prospectively valuable minerals (as descnbed by BLMat onsito)
encountered during dnlling, weil be recorded by depth and adequately protected. All
oil and gas shows will be tested to catermine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of'Onshore
Oil and Gas Order No. 2 for a 2M system for equipment and testmg requirements,
procedures, etc., and mdtvidual components shall be operable as designed Chart
recorders shall be used for all pressure tests

Test charts, with individual test results identified, shall be maintamed on location
while dniling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is bemg utilized to provide air for the drillmg
medium while dnilmg, the special dnilmg requirements m Onshore Oil and Gas Order
No. 2, regarding air or gas dniling shall be adhered to. If a mist system is being
utilized then the requirement for a deduster shall be waived

3. Casinq Program and Auxiliary Equipment

Surface casing shall have centrabzers on the bottom three joints, with a minimum of
one centralizer per joint

As a mmimum, the usable water and oil shale resources shall be isolated and/or
protected by havmg a cement top for the production casmg at least 200 ft above
the top of the Mahogany oil shale, identified at ± 2,410 ft If gilsomte is

encountered while dnilmg, it shall be isolated and/or protected via the cementmg



4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a charactenstte of a hazardous waste will not be used in dallmg,
testing, or completion operations

No chromate additives will be used in the mud system on Federal and Indian lands
without pnor BLM approval to ensure adequate protection of fresh water aquifers.

5. Corina. Locaina and Testina Program

Daily dniling and completion progress rept ' all be submitted to this office on a
weekly basis

AIIDnil Stem tests (DST) shall be accomplished during daylight hours, unless
specific approval to start durno other hours is obtamed from the AO However,
DSTs may be allowed to continue at night if the test was mitiated dunng daylight
hours and the rate of flow is stabilized and if adequate lighting is available (i.e.,
lightmg which is adequate for visibility and vaporpicof for safe operations). Packers
can be released, but tripping should not begin before daylightunless pnor approval
is obtained from the AO

A cement bond log (CBL)will be run from the production casing shoe to
_±.

2,210
ft and shall be utilized to determine the bond quality for the production casing.
Submit a fleid copy of the CBL to this office

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30
days after completion of the well or after completion of operations being performed,
in accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries, samole description, and all other
surveys or data obtained and compiled dunng the drilling, workover, and/or
completion operations, will be filed with Form 3160-4. Samples (cuttmgs, fluids,
and/or gases) will be submitted when requested by the AO.

6 Notifications of Operations

No location will be constructed or moved, no well will be plugeed, and no dnilmg or
workover equipment will be removed from a well to be placed m a suspended status
without prior approval of the AO. If operations are to be suspended, prior approval
of the AO will be obtained and notification given before resumption of operations.

Operator shall report production data to MMS pursuant to 30 CFR 216 5 asing form
MMS/3160.

Immediate Report Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-

3A or its revision

if a replacement rig is contemplated for completion operations, a "Sundry Notice"
(Form 3160-5) to that effect will be filed, for pnor approval of the AO, and all
conditions of this approved plan are applicable dunng all operations conducted with
the replacement



The date on which production is commenced or resumed will be construed for oil
wells as the date on which liquid hydrocarbons are first sold or shipped from a
temporary storage facility, such as a test tank, and for which a run ticket is required
to be generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facihty, such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured through permanent metenng
facilities, whichever first occurs

Should the well be successfully completed for production, the AO will be notified
when the well ts placed in a producing status Such nottfrcation will be sent by
telegram or other wntten communication, not later than five (5) days following the
date on which the well is placed on production

Gas produced from this well may not be vented or flared beyond an initial
authorized test penod of 30 days or 50 MMCF following its completion, whichever
occurs first, without the prior written approval of the Authonzed Officer. Should
gas be vented or flared without approval beyond the authorized test period, the
operator may be directed to shut-in the well until the gas can be captured or
approval to continue venting or flaring as uneconomic is granted and the operator
shall be required to compensate the lessor for that portion of the gas vented or
flared without approval which is determined to have been avoidably lost

A schematic facilities diagram as required by 43 CFR 3162 7-2, 3162 7-3, and
3162 7-4 shall be submitted to the appropriate Distnet Office within thirty (30)
days of installation or first production, whichever occurs first All site secunty
regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to All
product lines entenng and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with 43 CFR 3162 7-4

No well abandonment operations will be commenced without the prior approval of
the AO. In the case of newly dnlled dry holes or failures, and in emergency
situations, oral approval will be obtamed from the AO A "Subsequent Report of
Abandonment" Form 3160-5, will be filed with the AO withm thirty (30) days
following completion of the well for abandonment. This report will Indicate where
plugs were placed and the current status of surface restoration Final abandonment
will not be approved ural the surface reclamation work requrred by the approved
APD or approved abardonment notice has been completed to the satisfaction of the
AO or his representative, or the appropnate Surface Managing Agency

7. Other Information

All loadmg Imes will be placed melde the berm surroundrag the tank battery

All off-lease storage, off-lease 11easurement, or commmgimg onlease or off-fease
will have prior wntten approval from the AO

Gas meter runs for each well will be located within 500 feet of the wellhead The
gas flowline will be buried or anchored down from the wellhead to the meter and
withm 500 feet downstream of the meter run or any production facilities Meter
runs will be housed and/or



The oil and gas measurement facilities will be installed on the well location. The all
and gas meters will be calibrated in place prior to any deliveries. Tests for meter
accuracy will be conducted monthly for the first three months on new meter
installations and at least quarterly the reafter. The AO will be provided wlth a dato
ano time for the initial meter calibratian and all future meter proving schedules. A
copy of the meter calibration report, will be submitted to the Vernal District Office.
All meter measurement facilities wtil conform with Onshore Oil & Gas Order No. 4
for liqurd hydrocarbons and Onshore Oil & Gas Order No 5 for natural gas
measurement.

The use of matenals under BLM jurisdiction will conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed dnlling and/or workover program
without prior approval from the AO Safe drilline and operating practices must be
observed All wells, whether drilling, producing, suspended, or abandoned will be
identified in accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43
CFR 3162.4-1(c), requires that "not later than the 5th business day after any well
begins production on which royalty is due anywhere on a lease site or allocated to a
lease site, or resumes production in the case of a well which has been off
production for more than 80 days, the operator shall notify the authonzed officer by
letter or sundri notice, Form 3160-5, or orally to be followed by a letter or sundry
notice, of the Otto on which such production has begun or resumed."

If you fail to corrply with this requirement in the manner and time allowed, you shall
be liable for cini penalty of up to ‡10,000 per violation for each day such
violation continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of
the Federa( Offand Gas Royalty Management Act of 1982 and the implementing

regulations at Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extension penod may be granted, if requested, prior to the expiration of the original
approval penod.

In the event after-hours approvals are necessary, please contact one of the
following ind viduals:

Gerald E Kenczka (801) 781-1190
Petroleum Engineer

Ed Fo_rsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine (801)



EPA'S LIST OF NONEXEMPTEXPLORATIONAND PRODUCTIONWASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as empty drums, drum nnsate, vacuum truck nnsate,
sandblast media, painting wastes, spend solvents spilled chemicals, and waste acids

Vacuum truck and drum nnsate from trucks and drums, transporting or containing nonexempt
waste

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleanels

Boller cleamng wastes

Boller refractory bncks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous



B. SURFACE t)SE PROGRAM

1. Method; for Handling Waste Disposal

The reserve pit shall be lined with a plastic nylon reinforced liner. It will be a
minimum of 10 mil thickness with sufficient bedding (either straw or dirt) to cover
any rocks. The liner will overlap the pit walls and be covered with dirt and/or rocks
to hold it in place No trash, scrap pipe, etc., that could puncture the liner will be
disposed of in the pit. More stringent protective requirements may be deemed
necessary by the



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

DATE RECEIVED: 10/20/92

OPERATOR: ENRON OIL & GAS COMPANY OPERATOR ACCT NO: N- Ô l
WELL NAME: NBU 330-29E

API NO. ASSIGNED: - -

LEASE TYPE: FED LEASE NO:
LOCATION: SENW 29 - TO9S - R21E UINTAH COUNTY
FIELD: NATURAL BUTTES FIELD CODE: \ 36

RECEIVED AND/OR RE/IEWED: LOCATION AND SITING:

Plat R649-2-3. Unit: À CGUV L Di
Bond \

(Number LC ti CLI ) ___

R649-3-2. General.
Potash (Y/N
Oil shale (Y N) R649-3-3. Exception.
Water perm t

(Number \SÔ \ ) Drilling Unit.
RDCC Review (YfÑ) Board Cause no:

(Date: ) Date:



State of Utah
DEPARTMENT OF NATURAL RESOURCES

NormanH Dangerter
DIVISION OF OlL, GAS AND MINING

Governor
355 WestNorth Temple

E cu 3 Tuad Center Suite 350

Dianne R Nielson Ph D Salt Lake City Utah 84180 1203
Divisionihrector 801 538 5340

October 26, 1992

Enron Oil and Gas Company
P.O. Box 1815
Vernal, Utah 84078

Gentlemen:

Re. Natural Buttes Unit 330-29E Well, 1554 feet from the north line, 1769 feet from the
west line, SE 1/4 NW 1/4, Section 29, Township 9 South, Range 21 East, Uintah
County, Utah

Pursuant to Utah Code Ann § 40-6-18, (1953, as amended), Utah Admin. R. 649-2-
3, Application of Rules to Unit Agreements and R 649-3-4, Permitting of Wells to be
Drilled, Deepened or Plugged-Back, approval to drill the referenced well is hereby
granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1 Compliance with the requirements of Utah Admin R. 649-1 et seg., Oil and
Gas Conservation General Rules

2. Notification within 24 hours after dnlling operations commence.

3. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drillingoperations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered During Dniling, Form 7.

5. Prompt notificationpnor to commencing operations, if necessary, to plug
and abandon the well Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or R J. Firth, Associate
Director, (Home) (801)571-6068

an equalopportumly



Page 2
Enron Oiland Gas Company
Natural Buttes Unit330-29E Well
October 26, 1992

6. Compliance with the requirements of Utah Admin. R 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

Trash and sanitary waste should be properly contained and transported to
approved disposal locations, not retained in or disposed of in pits on location or
downhole. Prior to the commencement of drillingoperations, the operator should consult
the local/county sanitarian and/or the Department of Environmental Quality,Division of
Drinking Water/Sanitation, regarding appropriate disposal of sanitary waste.

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-047-32398

Sincerely,

Associate Director, Oil and Gas

Idc
Enclosures
cc· Bureau of Land Management

J.L Thompson
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Decembei 13, 1993
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George McBride
Enran O:I and Gas Company
P.O. Boy 1815
Veinal, UT 84078

Re· Notification of Expiration
Well No. NBU 330-29E Ñ-Û
SENW, Section 29, T9S, R21E
Lease No. U-0581
Umtah County, Utah

Dear Mr McBride

'Ihe Appheation for Permit to Drill the above-referenced well was approved on November 19, 1992.
Since that date, no known activity has transpired at the approved location. Apphcations for Permit to
Drill are effective for a period of one year in view of the foregomg, this office is notifymg you the
approval of the referenced application has expired if you mtend to drill at this location at a future
date, a new Application for Pet mt to Piill must be submitted

flus office requires a letter confirming that no surface disturbance has been made for tins drdi site
Any surface disturbance associated with the approved location of this well is to be rehabilitated A
schedule for this rehabilitation must be submuted to this office Your cooperation in this matter is

appreciated

Sincerely,

Margte Herrmann
Legal Instruments Exammer

cc State Div OG&M
Jm



State of Utah
DEPARTMENT OF NATURAl RFSOl'RCES
DIVISlON OF Oll , CAS ANI) MIN1\G

January 5, 1994

George McBnde
Enron Oil & Gas Company
PO Box 1815
Vernal, Utah 84078

Re Application for Permit to Dnil
Well No NBU 330-29E
SE NW, Sec 29, T 9 S , R 21 E
Uintah County, Utah
API No 43-047-32398

Gentlemen

The Bureau of Land Management, Vernal Distuct rescinded its approval of the
referenced application on December 13, 1993 In conformance with this action, the
Division rescinds its approval of the , eferenced appitcation issued on October 26, 1992

If you have any questions, please contact Mike Hebertson at (801)538-5340

Sincerely,

Frank R Matthews
Petroleum Engineer

Idc
cc RJ Firth

Bureau of Land Management - Vernal Disinct
DT Staley
DM Eatchel
Well file
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